Hydronic Heating ‘@ ARCTIC .l HERITAC

Melboume Phy, Lid.

FLAT PANEL HYDRONIC RADIATORS

Sleek, minimalistic and high performance. Expect only the best from a DelLonghi Linear Flat Panel hydronic
radiator installed by Arctic Melbourne, and enjoy the peace of mind that comes with a generous 30 YEAR
manufacture warranty.

Delonghi Linear Radiators are the perfect fit for any modern home. The hydronic wall panels are filled with
water, and the heat output of the panel is dependent on the volume. This means we can cater to any space
or aesthetic requirement by varying the height, width and depth of the panels.

Flat Panel radiators come in a gloss white finish as standard, or can be custom powder coated to suit your
decor. You can also choose to upgrade the Look and colour of your valves.

Hydronic radiator panels emit radiant heat that doesn’t circulate dust or other airborne irritants. Perfect for
anyone with sensitivities, allergies or asthma. Hydronic radiator heating is the perfect home heating solution.

Arctic Melbourne Pty Ltd www.arcticmelbourne.com.au PH 1800 272 842
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Linear Flat Panel DeLonghi Radiator Heat Output & Dimensions

Type 10 Single (no side panels, grilles or convection fins) Type 20 Single (side panels, grilles no convection fins)
L-mm | H-mm 300 400 500 600 700 900 L-mm | H-mm 300 400 500 600 700 900
400 kW 0.142 0.175 0.210 0.250 0.290 0.384 400 kW 0.253 0.322 0.387 0.448 0.509 0.623
500 kW 0.177 0.218 0.263 0.312 0.363 0.480 500 kW 0.316 0.403 0.484 0.560 0.636 0.779
600 kW 0.212 0.262 0.316 0.374 0.435 0.576 600 kW 0.379 0.483 0.581 0.672 0.763 0.935
700 kW 0.248 0.306 | 0.368 0.437 | 0.508 | 0.672 700 kW 0.442 0.564 | 0.677 0.784 | 0.890 1.091
800 kW 0.283 0.349 0.421 0.499 0.580 0.768 800 kW 0.505 0.645 0.774 0.896 1.018 1.246
900 kW 0.319 0.393 | 0471 0.562 | 0.653 | 0.864 900 kKW 0.569 0.725 | 0.871 1.008 1.145 1.402
1000 kW 0.354 0.437 0.526 0.624 0.726 0.960 1000 kW 0.632 0.806 0.968 1.120 1.272 1.558
1100 kW 0.389 0.481 0.579 0.686 0.798 1.056 1100 kW 0.695 0.886 1.065 1.232 1.399 1.714
1200 kW 0.425 0.524 0.631 0.749 0.871 1.152 1200 kW 0.758 0.967 1.161 1.344 1.526 1.869

1400 kW 0496 | 0.612 | 0.736 0.873 | 1.016 | 1.344 1400 kw 0.884 1.128 | 1.355 1.567 | 1.781 | 2.181
1600 kW 0.566 | 0.699 | 0.842 0.998 | 1.161 1.536 1600 kW 1.011 1.289 | 1.548 1.791 | 2.035 | 2.493
1800 kW 0.637 | 0.786 | 0.947 1.123 | 1.306 | 1.728 1800 kW 1.137 1.450 | 1.742 | 2.015 | 2.290 | 2.804
2000 kW 0.708 | 0.874 | 1.052 1.248 | 1.451 1.920 2000 kW 1.264 1.611 1936 | 2239 | 2544 | 3.116

2300 kw | 0.814 | 1.005 | 1.210 | 1.435 | 1.669 | 2.208 2300 kW 1.453 | 1.853 | 2.226 | 2.575 | 2.926 | 3.583
2600 kw | 0.920 | 1.136 | 1.368 | 1.622 | 1.886 | 2.496 2600 kW 1.643 | 2.095 | 2516 | 2.911 | 3.307 | 4.051
3000 kW 1.062 | 1.310 | 1.578 | 1.872 | 2177 | 2.881 3000 kW 1.895 | 2.417 | 2.903 | 3.359 | 3.816 | 4.674
Type 21 Compact Type 22 Double
L-mm | H-mm | 300 400 500 600 700 200 L-mm | H-mm | 300 400 500 600 700 900
400 kW 0.396 | 0.501 0.601 0.697 | 0.787 | 0.959 400 kW 0.491 0.609 | 0.724 0.837 | 0.949 | 1.173
500 kW | 0495 | 0.626 | 0.751 | 0.871 | 0.984 | 1.199 500 kw | 0.613 | 0.762 | 0.905 | 1.046 | 1.186 | 1.466
600 kW | 0594 | 0.751 | 0.901 | 1.045 | 1.181 | 1.439 600 kw | 0736 | 0914 | 1.086 | 1.256 | 1.423 | 1.759
700 kw | 0.693 | 0.877 | 1.051 | 1.219 | 1.378 | 1.678 700 kW | 0.858 | 1.066 | 1.267 | 1.465 | 1.660 | 2.052
800 kw | 0792 | 1.002 | 1.202 | 1.393 | 1.575 | 1.918 800 kW | 00981 | 1218 | 1.448 | 1.674 | 1.898 | 2.345
900 kw | 0.891 | 1.127 | 1.352 | 1.567 | 1.711 | 2.158 900 kw 1104 | 1.371 | 1629 | 1.883 | 2.135 | 2.638
1000 kw | 0989 | 1252 | 1.502 | 1.741 | 1.968 | 2.398 1000 kW 1.226 | 1.523 | 1.811 | 2.093 | 2.372 | 2.931
1100 kW 1.088 | 1.377 | 1.652 | 1.916 | 2.165 | 2.637 1100 kW 1.349 | 1.675 | 1.992 | 2.302 | 2.609 | 3.224
1200 kw 1.187 | 1.503 | 1.803 | 2.090 | 2.362 | 2.877 1200 kw 1.472 | 1.828 | 2173 | 2.511 | 2.846 | 3.518
1400 kw 1.385 | 1.753 | 2.103 | 2.438 | 2.755 | 3.357 1400 kw 1.717 | 2132 | 2.535 | 2.930 | 3.321 | 4.104
1600 kW 1.583 | 2.004 | 2.403 2.786 | 3.149 | 3.836 1600 kW 1.962 | 2437 | 2.897 3.348 | 3.795 | 4.690
1800 kw 1.781 | 2.254 | 2.704 | 3.135 | 3.543 | 4.316 1800 kW | 2207 | 2.742 | 3.259 | 3.767 | 4.270 | 5.276
2000 kW 1.979 | 2.504 | 3.004 3483 | 3.936 | 4.795 2000 kW 2453 | 3.046 | 3.621 4.185 | 4.744 | 5.863
2300 kW | 2.276 | 2.880 | 3.455 | 4.005 | 4.527 | 5.515 2300 kw | 2.821 | 3503 | 4.164 | 4.813 | 5.456 | 6.742
2600 kW | 2573 | 3.256 | 3.905 | 4.528 | 5.117 | 6.234 2600 kW | 3.188 | 3.960 | 4.707 | 5.441 | 6.167 | 7.621
3000 kW 2.968 | 3.757 | 4.506 5.224 | 5905 | 7.193 3000 kW 3.679 | 4.569 | 5432 6.278 | 7.116 | 8.794

Type 33 Triple

L-mm | H-mm 300 400 500 600 700 900

400 kW 0.706 | 0.882 | 1.051 1.216 | 1.376 | 1.692 ¢
500 kW 0.882 1.103 | 1.314 1.519 | 1.720 | 2.115
600 kW 1.059 1.323 | 1.576 1.823 | 2.064 | 2.538
700 kW 1.235 1.544 | 1.839 2127 | 2.408 | 2.961
800 kW 1.412 1.764 | 2.102 2431 | 2.752 | 3.384
900 kW 1.588 1.985 | 2.365 2.735 | 3.096 | 3.807
1000 kW 1.765 | 2.205 | 2.627 3.039 | 3.440 | 4.231
1100 kW 1.941 2.426 | 2.890 3.343 | 3.784 | 4.654 I

1200 kW 2118 | 2.646 | 3.153 3.647 | 4.128 | 5.077 I
1400 kW 2.471 3.087 | 3.678 | 4.254 | 4.817 | 5.923 P

1600 kW 2.824 | 3528 | 4204 | 4.862 | 5505 | 6.769

1800 kW 3177 | 3.969 | 4.729 5470 | 6.193 | 7.615

2000 kW 3.530 | 4.410 | 5.255 6.078 | 6.881 | 8.461
2300 kW 4.059 | 5.072 | 6.043 6.990 | 7.913 | 9.730
2600 kW 4.589 | 5.733 | 6.831 7.901 8.945 | 10.999

3000 kW 5.295 | 6.616 | 7.882 9.117 [ 10.321 | 12.692

Please note the heat output chart reflects a system running off a Natural Gas boiler. Panels installed in high humidity areas such as bathrooms,
drying room etc are limited to a I2 month warranty only.
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